PEARIWEAVE

SAFETY NETTING

Product Description: PEARIWEAVE-PREMIUM GRADE

(1} F3 L-5-125B
(2} TMS-TM-001
(3) ASTM D 3776

(4) ASTM D 1777
(5) ASTM D 5035
(6 ASTM D 1117

(7) ASTM ID 3656
(8) CS 248-64
(9) TMS-TM-003

(10) TM3-TM-00%
(1) ASTM 123775

04-03-95

(13) TM3-TM-002
(14) ASTM D 4912

(12) ASTM D 5034

CHARACTERISTIC SPECIFICATIONS TEST RESULTS
REQUIREMENTS METIIOD
MESH (end/inch) Warp: 4 +/- 4 (11) Warp 4.0
Fill: 4 +/- ¥ Fill 4.2
¥YAEN DIAMETER (inch) Warp:0.028 +/- 0.001 (2) Warp: 0.0460
Fill:0.028 +/- 0.001 Fill: 0.0452
BREAKING STRENGTH (1b) Warp B&.6/Fill B2.3
A. 1" Cut strip method n/s (5) Warp B83.8/Fill 86.7
BE. Grab Method {12)
TEARING STRENGTH (lb) Warp: 236.2
Trapezoid Method /s (&) Fill: 37.3
YARN SLIPPAGE Warp: 9.97
Resistance (lb) N/8 - {14} Fill: 5.1%
lSTIFFNEES (mer} /8 (7} Warp: 353/Fill: 400
iE-T':?_ETCH (%) M/s (13) Warp: 0.7/Fill: 0.9
T (%) Warp: 0.1/Fill: 0.1
IIMESH WEIGHT [ozj"sq i) N/s (3) Result=: 4.8
{
iFg‘aEHZC THICXNESS [(inch) W/s {4} 0.040
|
| BOND STRENGTH (lb) /S (B) 4.98
FLAME RESISTRNCE (sec) 10 sec max after f£lams (1) 0.6
OPENNESS FACTOR (%) H/s (10} 56.2
| BLOCKING Scale 1 max (1) Scale 1
BURSTING STREMGTH (psi) M/3 (1)
A. Initial A. 136
|B. After 24 hour H,0 soak B. 134
lo, After 24 hour H,0 scak & 48 hour Air Dry C. 131
I After 240 hour Accelerated Weathering . 82
*NS/No specification las been cstablished at this time. Results in these categories represent actual test resulls from individunl test snmiples.

NOTE:

ARCVE INFCRMATTION IS OFFERED IFOR YOUR GENERAL GUIDAMCE AMD HAS BEEN

OBTAINED BY MCDERM TEST METHODS. THEY ARE TYPICAL TEST VALUES AND DO NHOT
REPRESENT SPECIFICATICNS OF THE PRODUCTS. CALL FOR ADDITICNAL INFOEMATION.
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